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1. System characteristics 
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These installation and use instructions contain information on the operation and correct use of the products 
listed or shown. Carefully follow the instructions given in this manual. Deviations from these require special static 
proof. 

In order to ensure the safe use of our products, it is necessary to comply with the building regulations in 
force in your country or the rules introduced by the relevant authorities. 

Only original parts from FW System Sp. z o.o. may be used. Before fitting, each part should be inspected to 
check its origin and any damage and, if necessary, replaced with an original part. Only FW System s.c. original 
parts may be used for repairs. 

Combining our systems with those of other manufacturers can be dangerous and requires special control. 
The technical details given in the installation and use instructions may be helpful to the person installing the 
system or its user (subject to workplace safety regulations), but do not constitute exclusive guidelines. The fitter or 
user should assess the risks under the given conditions, taking into account the safety regulations in the 
workplace, and select an appropriate solution on this basis. The specific conditions of the construction site in 
question must be taken into account each time. 

The drawings presented in this manual are to be considered as examples.- 

In order to make the details clearer, they are not always complete from the point of view of occupational 
safety technology. Of course, applicable health and safety regulations must always be complied with. 

We reserve the right to make changes due to technological developments. The latest version of the 
installation and use instructions can be downloaded at www.fwsystem.pl or ordered from FW System Sp. z 
o.o. 
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2. System components 

 

 Name and description of the element Weight [kg] 
Catalogue number 

 
 

 

 
Pouring Platform 70x238  
 

Used for protection during work carried out 

on wall formworks. 

Permissible platform load 200kg/m2 . 
 

 
 
 
 

71,00  |  537238 
 

  

Pouring Platform 70x238 - adjustable 

 

Used for protection during work carried out 

on wall formworks. 

Permissible platform load 200kg/m2 . 
 

 
 
 
 
 
 

71,00  |  537239 
 

  

Pouring Platform 70x238 - adjustable entry 
platform 

 

Used for protection during work carried out 

on wall formworks. 

Permissible platform load 200kg/m2 . 
 
 
 
 
 
 

 
 
 
 
 
 

71,00  |  537240 
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Pouring Platform 70x145 - adjustable 
 

Used for protection during work carried out 

on wall formworks. 

Permissible platform load 200kg/m2 . 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

67,80  |  537145 

  
Pouring Platform 70x145 - adjustable entry 
platform 
 

Used for protection during work carried out 

on wall formworks. 

Permissible platform load 200kg/m2 . 
 

 
 
 
 
 
 

67,80  |  537146 

 

 
 

 
Pouring Platform 70x70 
 

Used for protection during work carried out 

on wall formworks. The main advantage of the 

70x70 Pouring Platform is that it can be used 

when concreting columns. 

Permissible platform load 200kg/m2 . 

 
 
 
 
 

43,20  |  537070 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



System platforms for formwork   12/2023 

6 
 

 

 

 

Passagetop railing 

 
A passagetop railing is used to close the run 
on the tops of the Pouring Platform. This type 
of railing is tiltable and can be set in three 
operating positions - closed, open or tilted 
outwards. 

 
 
 
 

10,00  |  537100 
 

 
 

 
 

 

Top railing fixed 

 
The fixed top railing is used to close the run on 
the tops of the Pouring Platform. This type of 
railing has a single, fixed working position and 
is not tilting. 
 
 
 
 
 

0 
 
 
 

6,00  |  537200 

 

 
 

 

Telescopic ladder L-390 

 

The ladder is a component designed to work 

with Pouring Platform. 

The ladder's design enables to adjust its length 
from 250 to 390.  

 
 
 
 
 

7,80  |  537390 

 

 
 

 
Telescopic ladder L-530 
 

The ladder is a component designed to work 

with Pouring Platform. 

The ladder's design enables to adjust its length 
from 330 to 530. 
 

 
 
 
 
 

11,50  |  537530 
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3. Pouring Platform 70x238 
 
 
 
 

 
 

 
 

 
 

 
 

 
 

 
 
 
 

 

 

When using large-format panels, we use a 70x238 Pouring Platform. The main components of the 

Pouring Platform are the working platform, folding barrier, fixed catches, ladder brackets and fasteners. The 

tilt-folding barrier allows the platform to be quickly unfolded and folded again. 

The catches have a fixed spacing, matching the spacing of the mounting holes of the large-area 

formwork panels (catalogue number 537238). There is also a 70x238 Pouring Platform with movable catches 

to adjust the spacing and height of the catches, which makes it easier to install the platform on formwork 

panels (catalogue number 537239) and a 70x238 adjustable entry platform (catalogue number 537240).  

The platform also has retractable transport holders that allow the platform to be mounted on the 

finished vertically erected formwork as well as on the horizontally placed formwork panel. The 70x238 Pouring 

Platform has hook-eyes at both ends to engage a telescopic ladder. 
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4. Pouring Platform 70x145 

 

 

 

The main components of the 70x145 Pouring Platform are the working platform, folding barrier, 

adjustable catches, ladder hook-eyes and fasteners. The tilt-folding barrier allows the platform to be quickly 

unfolded and folded again.  

The movable catches can be adjusted in terms of spacing and height, which makes it easier to mount 

the platform on formwork panels (catalogue number 537145). An adjustable entry platform is also available 

(part number 537146). 

 The platform also has retractable transport holders that allow the platform to be mounted on the 

finished vertically erected formwork as well as on the horizontally placed formwork panel. The 70x145 Pouring 

Platform has hook-eyes at both ends to engage a telescopic ladder.   
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5. Pouring Platform 70x70 

 

 

 

 

 

 

 

The main components of the 70x70 Pouring Platform are the working platform, folding barrier, fixed 

catches, ladder hook-eyes and fasteners. The tilt-folding barrier allows the platform to be quickly unfolded 

and folded again. The catches have a fixed spacing, matching the spacing of the formwork panel mounting 

holes. The platform also has retractable transport holders that allow the platform to be mounted on the 

finished vertically erected formwork as well as on the horizontally placed formwork panel. The 70x70 Pouring 

Platform has hook-eyes at both ends to engage a telescopic ladder. The main advantage of the 70x70 Pouring 

Platform is that it can be used when concreting columns. 
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6. Complementary elements 

6.1. Passagetop railing 

 

A passagetop railing is used to close the run on the tops of the Pouring Platform. This type of railing is 

tiltable and can be set in three operating positions - closed, open or tilted outwards.  

6.2. Top railing fixed 

 
 

A fixed top railing also serves to close the run on the tops of the platforms. This type of railing has a 

single, fixed working position and is not tilting. 
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6.3. Telescopic ladder 

 
 

The telescopic ladder is a component designed to work with Pouring Platform. It has special hooks so 

that it is securely mounted to the Pouring Platform. The ladder's design enables also possibility of adjusting 

its length.   
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7. Storage and transport of Pouring Platform  

Pouring Platform must be protected from the adverse effects of the weather during storage. They can be 

stacked - 70x70 Pouring Platform with a maximum of three pieces per stack, 70x145 Pouring Platform with a 

maximum of four pieces per stack.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The Pouring Platforms are also transported in stacks, in the same way as for storage. Stacks must be 

secured with transport straps or lashed together with steel bands during transport. Use a forklift or transport 

straps hooked up to a lifting device to unload the stack of platforms. Use a four-leg chain sling to unload or 

move a single Pouring Platform. The maximum angle between the sling ropes when moving the platform must 

not exceed 60°.  
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8. Installation of Pouring Platform 

8.1. Installation of a 70x70, 70x145 and 70x238 Pouring Platform 

Before the Pouring Platform are installed on the formwork panel, the platform barrier must be in the 

working position. To do this, we remove the locking pins located in the barrier bracket, position the barrier 

vertically and secure it with the previously removed locking pins, which are then secured with cotter pins.  
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To mount the Pouring Platform to the horizontal formwork slab, hook the two sling cables behind the 

two transport brackets on the outside of the barrier and move the platform into position. The cotter pins in 

the pins, which are located in the platform catches, must then be removed and the locking pins placed in the 

transom holes of the formwork panel. Once the pins have been placed in the transom holes, secure them with 

cotter pins.  
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When a 70x145 Pouring Platform is installed, it is possible to adjust the position of the platform level 

in relation to the level of the attachment on the transoms of the formwork panel by adjusting the retraction 

of the catch. The lower support point of the platform must always rest on the steel transom of the formwork 

panel.  

 

Once the platforms are in place, the formwork set should be set up vertically using transport hooks 

and slings, stabilising it with adjusting strut. Do not exceed the permissible load for transport hooks 
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 Example of the use of a 70x70 Pouring Platform when working on column formwork. 

 

 

 

 

 

 

 

 

 

 

 

 When using large-format panels, we use a 70x238 Pouring Platform.  
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8.2. Telescopic lader assembly 

Safe access to the Pouring Platform is ensured by a ladder, where its upper part is hooked to special 

hook-eyes in the platform, while its lower part is resting on the ground. To ensure that the ladder is stable 

once installed, the correct angle between the ladder and the ground must be set by adjusting the length of 

the ladder during installation. Once the ladder is in place, make sure it is secured to prevent accidental 

extension. 

 

 

 

 

 

 

 

 

8.3. Installation of top railing 

A Top railing fixed must be fitted at the end of the Pouring Platform to protect the edge. The railing is 

assembled by sliding the ends of the railing post into the tilt barrier and fixing it with fasteners. 

We have to mount the Passagetop railing to the Pouring Platform on the ladder mounting side. The 

passagetop railing is installed in the same way as the top railing fixed.  
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9. Safety rules 

The instructions outlined above must be strictly followed.  

Health and safety and other workplace regulations must be adhered to during the installation, use and 

dismantling of Pouring Platform.  

Only parts supplied by the manufacturer, which are subject to visual inspection and found to be 

undamaged, may be used. 

10. Technical parameters of the Pouring Platform:  

 

  Weight  Bearing capacity  

Pouring Platform 70x70  43,2 kg  

200 kg/m2  

Pouring Platform 70x145 - adjustable  67.8 kg  

Pouring Platform 70x145 - adjustable entry platform  67.8 kg 

Pouring Platform 70x238  71.0 kg  

Pouring Platform 70x238 - adjustable  71.0 kg 

Pouring Platform 70x238 - adjustable entry platform  71.0 kg 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


